SPACING WIDTHOF CUT WHGHT

MODE BLADES

TME31218  12-18” 2
ITMET16168  16-18" 712"
TMES71418 14-18" 8*-7 172"
ITME21618  16-18" g
ITME21620  16-20" :
1TMEST71818 18-18" 9°-7 172"
1TMES/ 1820  18-207 9°-7 112"
ITME72018  20-18" 712
TME72020  20-20" 712

¢ Units shown are with 1" gang axles with flangette mount ball

bearings.

4'g"
56"
56"
64"
64"
68"
68"
6’8"
6’8"

hig#
GOG
576
647
LT
B0
740
708
760

* Cast iron friction bearings available on all modals.

¢ All units are also available with 1 /8" geng axles with pillow

block mount ball bearings.

Tufline’s “ TIME" Senes Discs are
economical disc designed for 20 to 30
horsepower tractors. These units offer
solid all welded frames constructed from
3" channael and 2* x 3" steal tubing.

The "TME" Series is available in
cutting widths of 4°8", 66", £'4", and
6°8". Hi-Strength 1* gang axles with 7
112" or 9" blade spacing and 18" or 20"
notched disc blades make the "TME"
sarigs  ideal for many  discing
applications. Gangs are mounted on
triple seal ball bearings mounted in
flangetie bearing howsings or cast iron
greasable friction bearings. All units are
catagory 1-3 point hitch
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